











Performance Curves
2:1 Oil to Water Ratio — Medium Water Usage

Weights (Ibs)
A/S Model Net Approx. Shipping
/%5/ 1. EC-1014-7-T 28 32
L S ur/ - - -
N e 2. EC-1014-4-T 28 32
S 3. EC-1024-6-T 45 50
=z % -~ 4. EC-1024-4-T 45 50
: oA 10566
- A et s 5. EC-1036-6-T 66 70
@ % 6. EC-1054-7-T 105 140
8 T e e N :
e / ﬁ?/ s 7. EC-1224-12-T 98 105
2 < = 8. EC-1224-6-T 98 105
f / - -0
y S ot > 9. EC-1236-9-T 125 145
~ T 4 10. EC-1236-6-T 125 145
2 P~ =z 11. EC-1254-9-T 155 185
S s 12. EC-1272-9-T 210 250
= el L 13. EC-1724-6-T 145 175
> o 14. EC-1736-9-T 201 235
v 15. EC-1754-14-T 275 305
< P nao 16. EC-1754-9-T 275 305
p : 03h
= = [ 17. EC-1772-12-T 330 380
o 18. EC-1772-9-T 330 380
8 19. EC-1784-14-T 390 450
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4:1 Oil to Water Ratio — Low Water Usage
S Weights (Ib;)
£ Model Net Approx. Shipping
1. EC-1014-7-F 28 32
N . s 2. EC-1014-4-F 28 32
8 éﬁ/ o 3. EC-1024-6-F 45 50
5 Z 4. EC-1024-4-F 45 50
- //éjgj{; 5. EC-1036-6-F 66 70
e 7 s 6. EC-1054-7-F 105 140
e 24 ] 7. EC-1224-12-F 98 105
2 7 8. EC-1224-6-F 98 105
o g 9. EC-1236-9-F 125 145
S A 10. EC-1236-6-F 125 145
s % 7z //S 11. EC-1254-9-F 155 180
¥ 12. EC-1272-9-F 210 250
= " 13. EC-1724-6-F 145 175
- e 14. EC-1736-9-F 201 235
7 / a0 15. EC-1754-14-F 275 305
% : 03353 16. EC-1754-9-F 275 305
/ / 17. EC-1772-12-F 330 380
18. EC-1772-9-F 330 380
19. EC-1784-14-F 390 450
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Performance Curves
7:1 0il to Water Ratio - Lower Water Usage
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R Weights (Ibs)
20 m Model 3 Approx. Shipping
200 1. EC-1014-7-F 28 32
U 2. EC-1014-4-F 28 32
b / 3. EC-1024-6-F 45 50
»}'/ 4. EC-1024-4-F 45 50
100 3 5. EC-1036-6-F 66 70
90
S ﬂ = 6. EC-1054-7-F 105 140
S ; 7. EC-1224-12-F 98 105
L 8. EC-1224-6-F 98 105
g w 278 9. EC-1236-9F 125 145
£, o 10. EC-1236-6-F 125 145
s L 12. EC1254-9-F 210 250
a.
g o / & A 14. EC-1736-9-F 201 235
S 5 19. EC-1784-14-F 390 450
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10:1 O0il to Water Ratio — Low Water Usage
200
/19 Weights (Ibs)
Model Net Approx. Shipping

150

. EC-1014-7-F 28 32
. EC-1014-4-F 28 32
. EC-1024-6-F 45 50
. EC-1024-4-F 45 50
. EC-1036-6-F 66 70
. EC-1054-7-F 105 140
. EC-1224-12-F 98 105
. EC-1224-6-F 98 105
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1 9. EC-1236-9-F 125 145
pe /! 10. EC-1236-6-F 125 145
74 12. EC-1254-9-F 210 250
o A
%0 14. EC-1736-9-F 201 235
_EC-1784-14-F 390 450
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